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Safety Advice 
Attention
In some countries approval is needed to set up a marquee/tent larger than 75 m2.  It is 
your responsibility to comply with local rules and regulations and to ensure that the 
marquee/tent is assembled correctly.

In case of bad weather conditions, it is your responsibility to ensure the marquee/tent is 
safely secured and that the marquee/tent does not cause damage to others.

close to the tent.

The marquee/tent must be safely secured. We recommend you secure your marquee/tent 
with straps and pegs as soon as it is assembled.
Make sure to check if the marquee/tent is covered by your home contents 
insurance.
Marquees/tents must be evacuated under extreme weather conditions.
In the event of snow always remove snow from the roof of the marquee/tent regularly to 
prevent snow from building on the roof as heavy snow can cause the marquee/tent to 
collapse.

In the event of rain there is a risk of rain puddles building up on top of the roof of the 
marquee/tent. Heavy rain puddles can cause the roof to collapse. It is your responsibility 
to ensure rain puddles do not build up. As a precaution, make sure the roof of the 
marquee/tent is stretched out properly and adequately over the side frames of the 
marquee/tent and remove rain water regularly.

Do not unpack or repack your marquee/tent in freezing temperatures. In case of 
temperatures below zero always unpack and repack your marquee/tent indoors to avoid 
the risk of cracking parts.

The marquee/tent must be totally dry before you repack and store it to avoid mildew. 

Warranty Information
Please visit dancovershop.com for information on warranty.

Please always check our website for the latest safety advice and manual      l. 

This structure is not tested for snow and wind loads. We always recommend that you 
remove snow from the roof. 





Cover is assembled with the help of plastic clips. When 
assembling the cover, please cut out the shape of the front 
and back wall and rectandular shape for the doors and 
attach them to the corresponding construction parts. The 
rest of the cover is already precut. The main part should be 
placed along the whole tunnel from the top of the front wall 
to the top of the end wall. The pieces of cover for the 
curtain should be attached to the horizontal connector. 

Assembly 
Tunnel construction consists of tubular parts, hot-dip galvanised in and out, 
postfabricated, which prevents them from corrosion. Assemble tubes according to 
the drawing, cut the cover according to the drawing (only the front and the back 
wall and doors; the rest is precut), put it on the tunnels construction stretching it 
and pin it to the tubular part with the clips. Construction can be easily transported 
to another place or reassembled.

Assembly manual – TUNNEL 4,0 x 2,4 x …m 

1. All construction parts of the construction correspond to the
specification.

Distance between bows is 1,25m. Depending on the number of bows the length of 
the tunnels increases 1,25m with each bow. Please find below the drawing with 
tunnel dimensions. 

2 Assembly of the front and back wall with door 

This is how the front/back wall should be assembled. The door frame and the door 
is assembled with the help of reversible clamps (nr 13 in specification).

3 Cover/moscitoe net assembly. 

COVER

Cover stretched from the top of the tunnel 
must be attached to the cover holding strip. 
The rest of the cover must be attached to the 
rolling mechanism with clips

Moscitoe net is 
attached to the tube 
behind the cover 
holding strip with (the 
help of ) clips

Both cover and the 
other end of moscitoe 
net must be attached 
here. The rest of the 
cover must be dug 
into the ground

Cover which must be dug into
the ground

“Cover, hobby tunnel 4,0x2,4xL (m)”





15,5m 4,5m

2,25m

Cover 

 
 

  

The “Main part of the tunnel” piece is extra long on both sides. The extra cover must be dug into the 
ground to secure the polytunnel greenhouse.  

Connect the cover to the frame with the easy clip-on connector system.  
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