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IRRIGATION SYSTEM 

INSTALLATION:
1. Water tank should be over ground minimum 1 meter
2. Need to use teflon sealing tape for all threaded connections.
3. Pay attention to the arrows.  They indicate the direction of flowing 

water.
4. Remove the fixing ring from the adapter and put it on the pipe.
5. Insert the adapter into pipe such that the pipe edge touch protrusion.
6. Press up pipe with the ring.
7. Insert to the pipe connection part.
8. Connect pipe with drip pipe with the tees and elbows.
9. Fix drip pipe to the ground with the holders.

10. On the pipes ends put plugs.

Specification:
*Distance from holes 40cm
*Filter with cellular cassette
*FIltration 120mkr

NOTE!  Before first watering need all system to wash.
*Drip pipe should be wash regularly. The frequency depends on the 
amount of dirt in water.
*Can use only liquid fertilizers because otherwise drip pipe can clog up.
*Must wash system with clena water after 



Contact information

Head office:
Dancover A/S
Nordre Strandvej 119 G
3150 Hellebæk
Denmark

For more information
please visit:
www.dancovershop.com

National contact

Denmark: 70 26 76 20
denmark@dancover.com

UK: 020 8099 7570
uk@dancover.com

Spain: 911 436 828
espana@dancover.com

Italy: 02 479 21 198
italia@dancover.com

Germany: 041 0266 7040
germany@dancover.com

Switzerland: 0840 000125
schweiz@dancover.com

France: 0975 181 800
france@dancover.com

Austria: 0662 626935
austria@dancover.com

Sweden: 040 233 262
sverige@dancover.com

Finland: 0 931 581 720
suomi@dancover.com

Nederland: 0 858 880 524
nederland@dancover.com

Poland: 22 300 8602
polska@dancover.com

Ireland: 0 151 33 003
ireland@dancover.com

Luxembourg: +49 041 0266 7040
luxembourg@dancover.com

Portugal: 308 800 899
portugal@dancover.com

Belgium: 0 28 08 08 09
belgique@dancover.com

Norway: 231 00 690
norge@dancover.com


