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INSTALLATION INSTRUCTIONS
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Part Name Drawing Qty

Guide rail Components
(Left)

The main frame

Guide rail Components
(Right)

Left mounting rail

Left insertion rail

Right mounting rail

Right insertion rail

Plastic fabric clamping profile

Plastic fabric clamping profile

Self drilling screw
ST4.2*25 

Hand crank

Hinge ring

Screw M*20+
nut M4
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 Partial vertical view

As shown below, insert the left / right mounting rail B1/C1  into the convex of 
the left and right end covers of the main frame respectively.

Main frame A

Left Rail B1

Right Rail C1

1. Assemble the rails and main frame



2. Lift the main frame up and move it into the installation area

Pergola column

As shown in the figure, two 
people hold the product up from 
the left and right rails. 

Put the main frame into the two columns of 

pergola for installation, and adjust the 

position appropriately. 

(The effect is looking from outside)

B1

C1

C1B1

Pergola beam

Mounting rail

Pergola bottom plate



3. Secure the mounting rails B1/C1 to the columns 
with self-drilling screw D, each side 3 screws and 
keep them appropriate distance.

Pergola
Column

Pergola
Column

Pergola
Column

Pergola
Column

Self drilling screw D Self drilling screw D

Left mounting rail B1 Right mounting rail C1

Top view



Right mounting rail C1

Left mounting rail B1

卢
Plastic fabric clamping profiles B3

Right mounting rail C1

1. Insert the opening of the
plastic fabric clamping
profile B3 into the fabric
surface, so that the
opening of the plastic
profile just clamps the
zipper at the edge of the
fabric surface.

4. lnstall the plastic fabric clamping profile B3

The left and right plastic clamping profiles B3 are clamped to the zipper 
edges of the left and right edges of the fabric as shown in the figure below 
and placed upright in the mounting assembly.

Plastic fabric clamping profiles B3

Plastic fabric clamping profiles B3

Plastic fabric clamping profiles B3

Left mounting rail B1

section of 
plastic fabric 
clamping profile

fabric zipper 
edge

2. Install the
plastic profile into
the mounting rail



1. Insert the hinge ring into the gearbox shaft

2. Connect the screw M4*20 and nut M4 with hinge ring

5. Install the hinge ring



6. Put on and turn over the hand crank E to place
down the fabric.

Hand crank E

After installing the plastic fabric clamping profile B3 
place the fabric completely down in order to adjust the 
fabric. Then install the insertion rail as described below.



Right insertion rail C2

Left insertion rail B2

TIP: The left/right insertion rail B2/C2 may be tight during installation. With the aid of a wooden or rubber 
hammer, tap inward from the bottom to the top to fully snap the left/right insertion rail B2/C2 into place 
with the left/right stationary rail B1/C1 as shown in the above cross-section.

Left insertion rail B2

Left mounting rail B1

Left mounting rail B1

Fabric

Plastic fabric clamping profiles B3

Right mounting rail C1

Fabric

Schematic 
diagram of 
guide rail 
section 

Schematic 
diagram of 
guide rail 
section 

Plastic fabric clamping profiles B3

Left insertion rail B2

Right  mounting rail C1

7. Install left/right insertion rail B2/C2



8. Rotate the hand crank E to up and down the fabric, 
installation completed.

Hand crank E



For more information please visit: www.dancovershop.com
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