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Manual Instruction 
for Side Screen



Label 
No.

Description Drawing Qty

L Handle crank 1

M Brackets 3

N The Screen 1

O
Cable support 
bracket

2

P Plastic cover 2

Q Ring 1

K1 1

K2 6

K3 9

K4 4

Spare parts list

Self-drilling screws 
(Cross recessed 
large flat head) 
ST4.2*25

Self-drilling Screws 
(Countersunk head) 
ST4.2*22

Cross recessed 
countersunk head 
tapping screws ST4.2*13

Screw M4*20
Nut M4



Fixing the part M with the part K3 onto the beam

L/2

To fix the part M with the part K3 onto 

the beam, use the self-drilling screw 

K3 to fix it up tightly.

K3M QTY: 3PCS QTY: 9PCS 
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The screen shall be closely 
fixed on the bracket

To rotate the screen to closely fix up with the bracket 
firstly, and then push it up

QTY: 1PC 

QTY: 1PC QTY: 1PC 

QTY: 1PC 

Q

N

K1

L
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To put the cover back for the last step

To lift the regulator up by the arrow 
direction, then tighten the screw nut below

To loosen the internal screw firstly, 
and tighten it up when the regulator is lifted

QTY: 2PCS 

QTY: 6PCS 

QTY: 2PCS 

QTY: 4PCS 

O
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O

P
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For more information 
please visit:
www.dancovershop.com
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Dancover A/S 
Lyngevej 16A, Nørre Herlev 
3400 Hillerød 
Denmark

Head office: 


