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Please prepare below tools before installation:

Power drill with drilling bit
of Ø12mm

Tape measure Wrench Screwdriver

Instruction

Pic A Pic B

2、

1、

27-1 27-2 27-3x1 x1 x1

27-4 x1 27-5 x1 28

Installation procedure
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Through the fabric into
roller and front bar

through from
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Check if the awning is level with the use of the spring
level (28) on the front bar. Adjust the angle adjuster at
either end by loosening the locking nuts of the angle
adjuster ,turn the jack bolt to adjust the pitch.Adjust the
arm until the front profile is level.Tighten the locking
nuts again to fix the level of awning.
To adjust the inclination of the awning,adjust the angle
adjuster on both arm shoulders to achieve the desired
inclinaton.Fix the locking nuts when the awning is level.

LOCKING NUTS
ARM

JACK BOLT

Open tight

tight
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Warning: When the front
bar touches the end cap
shown in the image, do
not try to bring them
closer. Otherwise, the
product may be damaged.
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Contact information

Head office:
Dancover A/S
Nordre Strandvej 119 G
3150 Hellebæk
Denmark

For more information
please visit:
www.dancovershop.com

National contact

Denmark: 70 26 76 20
denmark@dancover.com

UK: 020 8099 7570
uk@dancover.com

Spain: 911 436 828
espana@dancover.com

Italy: 02 479 21 198
italia@dancover.com

Germany: 041 0266 7040
germany@dancover.com

Switzerland: 0840 000125
schweiz@dancover.com

France: 0975 181 800
france@dancover.com

Austria: 0662 626935
austria@dancover.com

Sweden: 040 233 262
sverige@dancover.com

Finland: 0 931 581 720
suomi@dancover.com

Nederland: 0 858 880 524
nederland@dancover.com

Poland: 22 300 8602
polska@dancover.com

Ireland: 0 151 33 003
ireland@dancover.com

Luxembourg: +49 041 0266 7040
luxembourg@dancover.com

Portugal: 308 800 899
portugal@dancover.com

Belgium: 0 28 08 08 09
belgique@dancover.com

Norway: 231 00 690
norge@dancover.com


