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Safety Advice 
Attention
In some countries approval is needed to set up a marquee/tent larger than 75 m2.  It is 
your responsibility to comply with local rules and regulations and to ensure that the 
marquee/tent is assembled correctly.

In case of bad weather conditions, it is your responsibility to ensure the marquee/tent is 
safely secured and that the marquee/tent does not cause damage to others.

close to the tent.

The marquee/tent must be safely secured. We recommend you secure your marquee/tent 
with straps and pegs as soon as it is assembled.

Make sure to check if the marquee/tent is covered by your home contents 
insurance.

Marquees/tents must be evacuated under extreme weather conditions.

In the event of snow always remove snow from the roof of the marquee/tent regularly to 
prevent snow from building on the roof as heavy snow can cause the marquee/tent to 
collapse.

In the event of rain there is a risk of rain puddles building up on top of the roof of the 
marquee/tent. Heavy rain puddles can cause the roof to collapse. It is your responsibility 
to ensure rain puddles do not build up. As a precaution, make sure the roof of the 
marquee/tent is stretched out properly and adequately over the side frames of the 
marquee/tent and remove rain water regularly.

Do not unpack or repack your marquee/tent in freezing temperatures. In case of 
temperatures below zero always unpack and repack your marquee/tent indoors to avoid 
the risk of cracking parts.

The marquee/tent must be totally dry before you repack and store it to avoid mildew. 

Warranty Information
Please visit dancovershop.com for information on warranty.

 
 
 

Please always check our website for the latest safety advice and manual      l. 

This structure is not tested for snow and wind loads. We always recommend that 
you remove snow from the roof. This is a none-permanent structure.



Descrip on

8x12 Storage Tent

Part 
number

Quan

Bo om Leg 1455mm 41105ø

Pipe 1880mm 05283ø

Pipe 1950mm 82305ø

Pipe 750mm roof 
enforcement ver cal

74

Pipe 1980mm roof 
enforcement horizontal

415

Top Leg 1508mm 41605ø

3-way connector for corner 
110°, 54-42mm with rings

47

3-way connector for gabel 
roof top 140°,54-42mm

 with rings and flange 
28

4-way connector roof top 
140°, 54-42mm with rings 

and flange
9- 21

4-way connector roof top 
140°, 54-42mm with flange

9- 32

4-way connector roof-leg 
110°, 54-42mm with rings 

10- 41

4-way connector roof-leg 
110°, 54-42mm 

10- 62

3-way connector flat roof, 
54-42mm with flange

411

4-way connector flat roof, 
54-42mm with flange

0121

Footbase 3-way right 
connector for corner with 1 

ring
231
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Footbase 3-way Le  
connector for corner with 1 

ring
241

Footbase 3-way connector 
flat for side with rings

15- 41

Footbase 3-way connector 
flat for side 

15- 012

Footbase 2-way connector 
flat for gable 

261

Bo om door pillar 40205ø

Top door pillar 41205ø

Pillar 422liar

Tension bar for roof 2132revoc

Steelwire buckle set for 
side

842

Steelwire buckle set for 
roof

2152

0962eegnuB

Spiral 472gep

Large peg 0282mm003x8

Small peg 8492mm081x4

8x12 Storage Tent
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Floor 2103tekcarb

Nail 4213mc04

rope 423m5

133rennapS

Screw 8243mm03x6M

Wing nut 82536M

Screw 20163mm05x8M

Screw 80173mm06x8M

Nut 412838M

Tie down 493tehctar

Rope for pillar rails 404m01

Steel 6314pilc

124fooR

End 234llaw

8x12 Storage Tent
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to fasten the frame to the ground.



V   
Spread the wall panel and door panel attach to framework by using the bangee cords clasping the frame to grommets 
that is construct over the wall panel and door panel to ensure stability. Also use the short pegs to x the doors to the 
ground. 

 

 Warning  

1. In order to avoid being rusted by air, oil is covered on the surface of the 

pipes, before set up the tent, please remove the oil carefully frist to keep the 

cover clean. 

2. Take note that the tent needs to be handled care fully to avoid damage. 

3. Do not force the frame as they may be damage in the process. 

4. Tents are meant as temporary shelter and must be e vacuated under 

extreme weather conditions. 

Please select a suitable site for the tent to avoid  the damage to underground 

sprinkler systems, water, gas or electrical lines. 



Contact information

Head office:
Dancover A/S
Nordre Strandvej 119 G
3150 Hellebæk
Denmark

For more information
please visit:
www.dancovershop.com

National contact

Denmark:
denmark@dancover.com

UK:
uk@dancover.com

Spain:
espana@dancover.com

Italy:
italia@dancover.com

Germany:
germany@dancover.com

Switzerland:
schweiz@dancover.com

France:
france@dancover.com

Austria:
austria@dancover.com

Sweden:
sverige@dancover.com

Finland:
suomi@dancover.com

Nederland:
nederland@dancover.com

Poland:
polska@dancover.com

Ireland:
ireland@dancover.com

Luxembourg:
luxembourg@dancover.com

Belgium:
belgique@dancover.com

Norway:
norge@dancover.com
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